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I N V E R T E R  C O 2 / M A G  A R C  W E L D I N G  

M A C H I N E  W M 3 5 0 S I  
 
 

Carry-on design makes a easier moving 
DC/CC 3 PHASE INDUSTRIAL 
CO/MAG 
 
 
Fatures And Benefits : 

 Lower Power Consumption 

 IP23 Protection grade, designed to be humidity 
proof, salt fog proof, and sand proof 

 Extra protection for PCB board 

 Fast plug-in design for wire feeder connection, 
Welding cable, Control cables. 

 Ideal for Mobile Welding application 

 Suitable for long distance welding ( up to 50m ) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

MODEL WM350SI 

RATED INPUT VOLTAGE (V) 3x380V ± 10% ; 50/60 Hz 

RATED INPUT POWER ( kva ) 14 

RATED INPUT CURRENT ( A ) 21 

RATED OUTPUT VOLTAGE ( V ) 36 

DUTY CYCLE 60% 

OPEN LOAD VOLTAGE ( V ) 72 

WELDING CURRENT RANGE ( A ) 60-350 

WELDING VOLTAGE RANGE ( V ) 15-40 

WIRE DIAMETER (mm) 0,8 – 1,2 

WIRE FEEDING TYPE WIRE PUSHING 

INSULATION DEGREE H/B 

DIMENSION (LxHxW) (mm) 576x297x557 

WEIGHT (Kg) 35 

STANDARD ACCESSORIES   

POWER SOURCE 1 Pcs 

WIRE FEEDER 1 Unit 

TORCH 350A 1 Pcs (3m) 

WELDING CABLE GROUND 1 Pcs (3m) 

REGULATOR CO2 1 Pcs 

CONNECTED PRIMARY CABLE SET 1 Set ( 5m ) 

CV. ANUGRAH DUTA NIAGA 
J a l a n  A r i e f  R a c h m a n  H a k i m  5 1 ,  R u k o  2 1  B l o k  D - 1  K l a m p i s ,  S u k o l i l o ,  S u r a b a y a  

T e l p  :  (  0 3 1  )  5 9 9 0 0 8 9  ;  5 9 9 7 2 5 9  

F a x  :  0 3 1  - 5 9 6 6 0 9 9  

W e b  S i t e  :  w w w . a d n s b y . c o . i d  

E m a i l  :  a d n _ o f f i c e @ y a h o o . c o m  


